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Sample Specification
Steam trap shall be a sealed stainless steel bimetallic thermostatic 
USM21 type manufactured in stainless steel and be suitable for 
operating pressures up to 300 psig(21 barg).  The traps to be zero 
maintenance and to be connected to separate pipeline connectors 
or universal trap station, by two screws for quick and simple 
installation/ replacement. The thermostatic element has 4 
operating ranges and will discharge condensate at 18, 54,90 and 
126 deg F blow steam temperature depending on you choice of 
range.  Trap can be installed in any plane.

Installation
The connector can be installed in horizontal or vertical pipeline.  
The trap station USTS II in horizontal pipeline. The connector face 
must be in a vertical plane. The trap shall be fitted to the connector 
or trap station with 2 bolts with a torque of 22-26 FT-LB. Full port 
isolation valves should be installed upstream and down stream 
of the trap connector unit.

Maintenance
Trap must be isolated and cooled before performing any work. 
There are no internal parts, which can be serviced.  Trap module 
will be completely replaced if it is determined to be failed.  9/16” 
socket will remove bolts to allow for remove of the trap module. 
Make sure gasket surface on connector is clean and replace with 
a new module. Torque to 22-26 FT-LB.  Apply steam and check 
for proper operation and any steam leaks. Complete Installation 
and maintenance instruction are given on the IM-P625-03, which 
accompanies the product.

USM21
Sealed Bimetallic Steam Trap for use with Pipeline Connectors

A

B

C

Connector	 A  Straight 	 A  Strainer	 A USTS II
	 Size	 Connector	 Connector	
	 ½”	 4.1”	 4.1”	 3.7”
	 ¾”	 4.1”	 4.1”	 3.7”
	 1”	 4.5	 4.5	 N/A
	

all	 B	 C
	 WEIGHT

				    TRAP ONLY 
	 all	 1.6”	 2.7”	 1.3 lb

Spare parts
The USM21 is a sealed non-maintainable trap unit. No internal         
spares are available. The spares which are available are shown in 
heavy outline. Parts shown in a broken line are not available as 
spares.

Available spares

Connector screws (2 off)	 11

Complete USM21 trap unit 
inclusive of gaskets (9 and 10) and connector screws (11)

Note: The gaskets contain sharp metal reinforcement, please 
handle with care.

How to order spares
Always order spares by using the description given in the column 
headed ‘Available spares’ and state if ordering a complete trap the 
nominal operating temperature of the steam trap.

Example: Connector screws for a USM21 sealed bimetallic steam 
trap.

11

910 Trap unit

Gaskets

Recommended tightening torques
			   	
Item	 Part		  22 - 26 ft-lb
No.
			 

11		 Connector screws	 9/16"		  30 - 35 Nm




